VISO:

Light efficiency:

@ inevat ) output: 211 1m

Light quality: Peak: 313 cd
( CRI: 0 )

Color temperature:

Power: 3.2W

= 12.6V @ 0.250A
( :) 2 PLANES

165 180 165

Product name:

DL-HP-RED-15D

Date and time:

12/10/2020 2:56:55 pm

Iltem number:

DL-HP-RED-15D

Operator:

HUNZA

Additional information:

DOWN LIGHT HIGH POWER -
250MA 12.6 VOLT - IP66 - RED -
37.9° 15 DEGREE - SOLID

Beam angle
POWDERCOATED ALUMINIUM
Color
x: 0.691
y: 0.299
Spectra

400450 NN 650 700 750 800 |

Light measurement was created using the Viso Systems - Light Inspector. www.visosystems.com



VISO
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Colormetrics
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x: 0.691
y: 0.299

Delta UV: 0.0826

CIE 1931

TM30: 0.0

CIE 1931 ZOOM

CRI: 0.0 (R1-R8)

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0O 0 0O 0O O o0 O o o o o o o0 o0 o©

Cl C2 C3 C4 C5 Cs C7 C8 C(C9 Ci10 Ci1 C12 Ci13 Cl4 C15 Ci16

CRI R values, only R1-R8 are used to calculate final CRI value

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R1l1 R12 R13 R14 R15

CQS: 0.0

[ Rt [ R2 [ R3 [ Ra [R5 [ Re | R7 | R8 | Ro [Ri0 [ R11 | R12 [ R13 [ R14 [ R15 |
| 0.00 [ 0.00 [ 0.00 | 0.00 | 0.00 | 0.00 [ 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 [ 0.00 [ 0.00 |

TM30 C values, 16 binned values out of total of 99 C values
[ci [ ca ] c3[ca [ cs | ce | cr[cs [ cociwcia[ciz2]|ciza]|cia]cis|cie]|
| 0.00 | 0.00 | 0.00 [ 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 [ 0.00 [ 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 |

CQS Q values
[t [ @2 [ @3 | @ | o5 | @6 | o7 [ @8 [ Qo [ 10 | Q11 [ Q12 | Qi3 [ qQu4 [ qi5 |
| 0.00 | 0.00 | 0.00 | 0.00 [ 0.00 [ 0.00 | 0.00 | 0.00 [ 0.00 [ 0.00 [ 0.00 | 0.00 [ 0.00 | 0.00 | 0.00 |

Color parameters

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 QI0 Q11 Q12 Q13 Q14 QI5

CCT CRI CRIR9 TM30 Rf TM30 Rg CQs

0K 0.0 0.0 0.0 0.0 0.0

0.7 0.3 0.5 0.3 NaN
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Beam details 30f3
Distance (meter) 1m 2m 3m 4m 5m
Distance (feet) 3.3ft 6.6 ft 9.8 ft 13.1ft 16.4 ft

13 Ix
20 Ix
35 Ix
Lux* 78 Ix
313 Ix
38°
beam center
29.0 fcd
Footcandles*
7.3|fcd
*measured at 3.2/fcd
center of beam
1.8/fcd
1.2/fcd
Beam width (meter) 0.7m 14m 21m 27m 3.4m
Beam width (feet) 2.2 1t 4.5 ft 6.7 ft 9 ft 11.2 1t
Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28> | 30° | 32° | 34° | 36° | 38°
313 | 310 | 301 | 287 | 270 | 250 | 228 | 206 | 185 | 165 | 147 | 130 | 115 | 102 | 90 79 68 59 51 44
100% | 99% | 96% | 92% | 86% | 80% | 73% | 66% | 59% | 53% | 47% | 42% | 37% | 33% | 29% | 25% | 22% | 19% | 16% | 14%
Intensities in 90° c-plane
0° 2° 4° 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28> | 30° | 32° | 34° | 36° | 38°
313 | 310 | 301 | 287 | 270 | 250 | 228 | 206 | 185 | 165 | 147 | 130 | 115 | 102 | 90 79 68 59 51 44
100% | 99% | 96% | 92% | 86% | 80% | 73% | 66% | 59% | 53% | 47% | 42% | 37% | 33% | 29% | 25% | 22% | 19% | 16% | 14%
Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28 | 30° | 32° | 34° | 36° | 38°
313 | 310 | 301 | 287 | 270 | 250 | 228 | 206 | 185 | 165 | 147 | 130 | 115 | 102 | 90 79 68 59 51 44
100% | 99% | 96% | 92% | 86% | 80% | 73% | 66% | 59% | 53% | 47% | 42% | 37% | 33% | 29% | 25% | 22% | 19% | 16% | 14%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28> | 30° | 32° | 34° | 36° | 38°
313 | 310 | 301 | 287 | 270 | 250 | 228 | 206 | 185 | 165 | 147 | 130 | 115 | 102 | 90 79 68 59 51 44
100% | 99% | 96% | 92% | 86% | 80% | 73% | 66% | 59% | 53% | 47% | 42% | 37% | 33% | 29% | 25% | 22% | 19% | 16% | 14%
Beam angle 50% Field angle 10% Cutoff angle 2.5% Intensity ratio in 120° cone Intensity ratio in 90° cone
37.9° 84.6° 121.8° 92.6% 83.6%




